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	Project:
	

	Support:
	

	Spec. no.:
	
	Site:
	


	Pos no.
	Quantity
	Unit
	Unit price
	
	Total amount
	



	1.0 
	             .........................  pcs.                  ..............................  €             ..............................  €

Activation (optional position)

GC 308 radar movement detector with direction detection and cross-traffic fade-out for activation, IP 54 rating, multi-colour LED feedback

Dimensions (WxHxD): 120 x 50 x 50 mm

Version:

(  ) black 

(  ) white 

(  ) stainless steel colour 

(  ) acc. to RAL

(  ) outside   (  ) inside

Accessories:

(  ) Ceiling installation kit

(  ) Ceiling bracket

(  ) exterior: weather hood


	1.1 
	             .........................  pcs.                  ..............................  €             ..............................  €

Activation (optional position)

GC 302 radar movement detector with direction detection and cross-traffic fade-out for activation, IP rating IP 54

Dimensions (WxHxD): 176 x 62 x 52 mm

Version:

(  ) black 

(  ) acc. to RAL

(  ) outside   (  ) inside

Accessories:

(  ) Ceiling installation kit

(  ) exterior: weather hood


	1.2 
	             .........................  pcs.                  ..............................  €             ..............................  €
Activation (optional position)
GEZE key switch outside (IP rating IP 54) with or without profile half cylinder and switch function 
(  ) Surface-mounted   (  ) Flush-mounted


	1.3 
	             .........................  pcs.                  ..............................  €             ..............................  €
Activation (optional position)
GEZE key switch outside (IP rating IP 54) with or without profile half cylinder and hold-open function for the fire service 
(  ) Flush-mounted


	1.4 
	             .........................  pcs.                  ..............................  €             ..............................  €
Activation (optional position)
GEZE key switch outside (IP rating IP 54), prepared for on site profile half cylinder of closing system and 1 push button switch with key symbol for opening from the inside. On contact, the system opens from its locked position once outwards and inwards, and locks again after the leaf has reached the closed position.


	1.5 
	             .........................  pcs.                  ..............................  €             ..............................  €
Protection (optional position)
GEZE sensor strip, in discrete narrow strip, tested to DIN 18650 / EN 16005, installed on the door leaf, for safeguarding the door's swivelling range (1 sensor strip is required for each door leaf)
Door leaf width:   ....... mm
 (  ) GC 338 sensor strip for internal and external doors and all floor conditions (e.g.
      floor mat, metal rail, dark and absorbing flooring, shiny and
      wet tiles, grating)


	1.6 
	             .........................  pcs.                  ..............................  €             ..............................  €
Safeguarding (mandatory item)
GEZE self-monitored double 3D light curtain for safeguarding the main closing edge according to DIN 18650 / EN 16005, IP rating IP 54 
(  ) outside   (  ) inside


	1.7 
	             .........................  pcs.                  ..............................  €             ..............................  €

Protection (optional position)
GC 339+ active infrared detector with two light curtains for protecting the opening or closing area in accordance with DIN 18650 / EN 16005, IP54 rating, 10 possible light curtain configurations
Version:
( ) black
( ) according to RAL
( ) interior ( ) exterior
Accessories:
(  ) outside: weather hood to protect the sensor from the interference of rain
( ) Ceiling installation bracket
( ) Ceiling installation kit for integrating the active infrared detector in the ceiling
(..) Smart Daisy Chain Hub for series connection of up to three sliding door sensors


	1.8 
	             .........................  pcs.                  ..............................  €             ..............................  €

Protection (optional position)
GC 341 active infrared detector with two light curtains for protecting the opening or closing area according to DIN 18650/EN 16005, IP54 rating, 4 possible light curtain configurations
Version:
( ) black
( ) interior ( ) exterior
Accessories:
(  ) outside: weather hood to protect the sensor from the interference of rain
( ) Ceiling installation bracket
( ) Ceiling installation kit for integrating the active infrared detector in the ceiling


	1.9 
	             .........................  pcs.                  ..............................  €             ..............................  €
Operation (optional position)
GEZE key programme switch for setting the operating mode, with control keys, LED dot display, coded error display, IP rating IP 40, suitable for switch product ranges with 55 x 55 mm switch insert
Operating modes: off, permanently open, automatic, shop closing-time, night-locking
(  ) Surface-mounted   (  ) Flush-mounted

	1.10 
	             .........................  pcs.                  ..............................  €             ..............................  €
Operation (optional position)
GEZE key switch to “lock” the programme switch to prevent unauthorised changing of the operating mode, IP rating IP 40
(  ) Surface-mounted   (  ) Flush-mounted


	1.11 
	.........................  pcs.                  ..............................  €             ..............................  €
Operation (optional position)
GEZE 2-channel programmable timer with 46 memory slots, permanent switching manual or according to date/holiday program, day and weekly program, automatic switching to summer time, operating hours and switching impulse counter, illuminated display, safety through PIN coding, text-based menu guidance on large display with two high-resolution text lines, can be programmed without mains connection
( ) for distributor box installation
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